
Nye County, Nevada

Early Warning Drilling Program

Well Completion Diagram

NC-EWDP-22PA

Nuclear Waste Repository Project Office

Date: 9/20/02

Scale: none Drawn by:  KJG

Ground Level

2 in. Sch. 80 PVC Well Casing

Well Screen Sand (8/12 Mesh)

Bentonite Grout,

EXPLANATION

10 in. OD nominal borehole

47.3 ft

for surface completion detail see Wellhead Protection Diagram

3/8 in. hydrated chips 

53.3 ft

147.4 ft
153.6 ft

244.2 ft
253.0 ft

280.9 ft

346.7 ft
353.9 ft
360.0 ft

445.7 ft
455.0 ft
466.2 ft

508.7 ft

587.0 ft

649.7 ft

Geologist: KDD

(0 ft - 368 ft)

50.4 ft

150.3 ft

250.3 ft

350.3 ft

451.2 ft

520.7 ft

579.7 ft

599.9 ft

661.5 ft

709.2 ft

759.8 ft
770.0 ft

779.8 ft

Silica Sand (8/12 Mesh) /

(~2:1 by weight)

Unsaturated Zone Air Piezometer: 
1 in. x 2 ft slotted ABS tubing with 

5 7/8 in. OD nominal borehole
(709.2 ft - 779.8 ft)

1/4 in. polyethylene tubing to surface

(368 ft - 709.2 ft)
7 1/8 in. OD nominal borehole

471 ft

chips with Silica Sand (8/12 Mesh)
Bentonite Grout, 3/8 in. hydrated 

368.0 ft

6.5 ft

(0 ft - 6.5 ft)
8 5/8 in. OD Protective Steel Casing

Well Screen: 0.02 in. slots,
9.5 in.  /ft open area

Note: Indicated water level is 
approximate open hole water level 
at end of drilling.

Granular Bentonite (8 Mesh)


